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PLOT SCALE - 15 5716 “:* / 1IN,
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USER NAME

CONTRACT NO.

-~ SEE DETARIL "4'.
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/ PAR-

PAR-38 SPOT LAMP, s

120w, 120V, SYLVANIA

P/N 14856 (TYP. OF 5

2" GALVANIZED PROVIDE 5/16" AIR

RIGID STEEL CONDUIT 2" EMT CONDUIT [JGAP ARCUND COVER
COUPLING (TYPICAL). (LENGTH A5 USING 1/2° PLYWOO[
SEE NOTE 2———_ gEgUéBEE)i SHIPPING COVER

3/4" CHAMFER

OWG DKB-D-MALSREBZ-E@4.

DETAIL "5", DWG DKB-D-MALSRPZ2-E@4 FOR TYPICAL
38 LAMPHOLDER MOUNTED ON EMT SUPPORT
SEE

TOP OF CONCRETE
FOUNDATION, SEE

2* RIGID-TO-PVC

AS A FORM.
-0 N - _‘\'\
ADAPTER (TYPICAL ’ e

NOTE 1.“W\\

2" PVC CONDUIT/‘ TRANSITION

TO GALVANIZED RIGID STEEL
CONDUIT AFTER ELBOW (TYPICAL

3* PVC CONDUIT CHASE THROUGH FOUNDATIO
W/POWER CABLES TO THRESHOLD BAR FROM
MALS POWER DISTRIBUTION PAN

TYPICAL LIGHT BASE AND CONDUIT

“FLEX CONNEX" GROMMET (TYPICAL)
-2* PYC CONDUIT W/POWER

CABLES FROM SPLICE CAN

AT PREVIOUS LIGHT STATION OR
MALS POWER DISTRIBUTION PANEL

INSTALLATION DETAILS

( :> DETAIL
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SCALE IN FEET

TIES MAY BE ADJUSTED TO ACCOMMODATE
LIGHT BASE INSTALLATION. MAXIMUM
SPACING 18". O
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\—SAWCUT CONTRACTION JOINT
AT EACH LIGHT BASE SURFACE

PLAN

TOP OF CONCRETE FLUSH
WITH SURROUNDING
PAVEMENT. SEE NOTE kn\\

g
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E PENETRATION. SEE NOTE 7
.
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~-NO. 4

BAR (TYPICAL).

ND. 3

CONCRETE FQUNDATION REINFORCEMENT DETATL

SEE NOTES 3 AND 4

( :> DETAIL
2 2 2 4
— )

SCaLE IN FEET

SEE DETAIL "8", DWG
DKB-D-MALSRP2-C13 FOR
CRUSHED ROCK PLOT DETAILS

2'-612'-812-6"

NOTES:

1. SEE DWG DKB-D-MALSRBZ-CB1 FOR LAMP CENTERLINE AND
FOUNDATION TOP ELEVATIONS.

RIGID STEEL COUPLINGS SHALL BE INSTALLED PLUMB. THE
TOP OF THE COUPLING SHALL PROTRUDE 1/4° ABQVE THE TOP
OF THE CONCRETE FOUNDATION, THE FRANGIBLE COUPLING
SHALL BE LOCKED AGAINST TURNING USING A LOCKING RING.
TIGHTEN LOCKING RING AGAINST TOP OF COUPLING TO
PREVENT ROTATION OF THE LAMPHOLDER. SEE SECTION
13A.20 OF THE SPECIFICATION FAA-GL-918C.

3. SEE PROJECT SPECIAL PROVISIONS FOR EXCAVATION AND BACKFILL REQUIREMENTS.
EXCAVATION SHALL BE SHORED OR SHAPED PER 0SHA REQUIREMENTS.

2.

4. SEE PROJECT SPECIAL PROVISIONS FOR CONCRETE FORM WORK. REINFORCEMENT,
MATERIAL. PLACEMENT, AND CURING SPECIFICATIONS.

ALL CONNECTIONS TO GROUNDING RODS SHALL BE MADE USING
EXOTHERMIC WELDS PER SPECIFICATIONS.

SEE DETAIL *2*, DWC DKB-D-MALSR@2-EP3 FOR PAR-38 LAMPHOLDER
WIRING DETAILS FOR 5-LIGHT BAR MOUNTED ON EMT SUPPORTS.

7. 1/4* WIDE X 1/2° DEEP CONTRACTION JOINTS SHALL
BE SAWCUT INTO THE SURFACE OF THE LIGHT FOUNDATION AT LOCATIONS SHOWN.

THE SPLICE CAN SHALL BE A SPECIFICATION FAA-E-1315A,
LIGHT BASE. CLASS 1, 16 1/4" 1. D., 24" DEEP, WITH 3/8°
PLATE., JAQUITH TYPE AP2832 AND GASKET, JAQUITH TYPE
19530281. AT THE THRESHOLD BAR THE LIGHT BASE WILL BE
JAQUITH CAT. NO. ACH3242060@3P1. AT THE 5-LIGHT EMT BARS,
THE LIGHT BASE WILL BE JAQUITH CAT. NO. AC632420XP@3@1 AND
SHALL HAVE 2" DIA FLEXIBLE GROMMET CONNECTIONS (FLEX CONNEX)
aT THE FOLLOWING LOCATIONS: TWO AT @° AND 18@° (STACKED
VERTICALLY) AND ONE AT 9@° AND 270°. THE PLYWOOD SHIPPING
COVER SHALL BE USED AS CONCRETE FORM TO PROVIDE 5/16" WIDE
AIR GAP IN CONCRETE ARQUND BASE PLATE., TOP OF COVER SHALL
BE FLUSH WITH TOP OF CONCRETE FOUNDATION CONFIRM ALL

PART NUMBERS WITH MANUFACTURER.

L8670
COVER

! RUNWAY CENTERLINE EXTENDED
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' ~LIGHT BASE PER DETAIL ‘&
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//~3/4“ CHAMFER

3/4" X 1p° COPPERCLAD

GROUNDING ROD.——\\\\\\\\\\
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& AWG BARE COPPER
GROUNDING WIRE. SEE NOTE -9¢ '

12 -8" NQW*\\“‘\\——REINFORCED CONCRETE

STEADY -BURNING L IGHT BAR A

FOUNDATION PER DETAIL
SEE NOTES 1, 3, AND 4.

2" PVC CONDUIT STUB.
CABLES CONTINUE D.E.B.

4",

ELEVATION VIEW

4 2 4 8

GRADE 6@ REINFORCEMENT
SEE NOTE 4.

GRADE 68 TIES (TYPICAL).

SEE NOTE 4.

TO NEXT LIGHT STATION PER
DWG DKB-D-MALSRE2-CA1.
SEE DWG DKB-D-MALSR22-E81.

STATIONS 2+10
DETAIL

DEPARTMENT OF TRANSPORTATION

FEDERAL AVIATION ADMINISTRATION
GREAT LAKES REGION CHICAGO, ILLINOIS
MALSR

FOUNDATION DETAILS FOR _STEADY-BURNING
LIGHT BAR AT STATION 2+10
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